
Manufacturer & Exporter Of

Ferrous & Non Ferrous Precision Investment Castings

" Pouring Ideas into Reality "



ABOUT US
We introducing our self as a manufacturer of Ferrous & Non Ferrous Precision Investment Casting 

Products using lost wax process.

We are serving with the best experience of 25 years in this field with engineering challenges.

We have well equipped foundry managed by well qualified & experienced personnel, same is 

supported by In-House testing facilities, and much more...

We are also equipped with ISO 9001:2015 & AD, PED. 

The company has earned a reputation by providing castings to the various industries according to 

their stand requirements and also in customized size and a wide range of materials.

Our experienced professionals are involved for providing a superior product value, rather than just a 

low unit cost with assured quality within time frame.



WHY ALFA Techno Cast ?

❖ State-of-the-art manufacturing complex.

❖ Flexibility for quantities - large / medium / small series - all can be manufactured.

❖ Well qualified, experienced & skilled employees.

❖ Wide choice of materials manufacturer.

❖ Consistent Quality.

❖ Quick responses to inquiries / RFQs.

❖ Vision to grow with the customers & keep long term business relations.

❖ Complete solution for supplying with Raw Casting, Machining, Heat Treatment, 

Surface Treatment  as per requirement, Finishing with Assembly Condition also.



Products



Products



Products



Products



Industries Served
❑ Agricultural Components 

❑ Automotives Casting

❑ Earth Moving Machinery

❑ Engineering & Automation

❑ Fire Fighting Equipment

❑ Food Machinery 

❑ Industrial Process Pumps Casting

❑ Industrial Valves Casting

❑  Marine Applications

❑  Medical Implants

❑  Mining Industries

❑  Railway Components

❑  Structural Hardware

❑  Textile Industries

❑  Turbine Blades Casting



Product Capacity

Plant Capacity :- 1200 MT Per Annum

Product Handling Capability :-

➢ Weight : 0.007 kg. to 200 kg/piece

➢ Surface Finish : 3 To 8 Micron Ra

➢ Wall Thickness : From 1.5 mm to 50 mm Section

➢ Max. Size :(LxWxH) 700mm x 700mm x 700mm

Material Capability :-

➢ ASTM, AISI, DIN, EN, GOST, GIS & Other International standards as per the customers 

requirement.

➢ Stainless Steel, Carbon Steel, Low Alloy Steel, Duplex Steel or According to customers specific 

requirement.



Contact Us

Survey No. 49/ 2/ 1, Plot No. 1 & 2, 

Bharudi Main Road, B/H Ajayraj Hotel, 

Bharudi, Ta. Gondal, Dist. Rajkot.

Gujarat – 360311 (INDIA).

Website : www.alfatechnocast.com                      Raj Patel

Mail : sales@alfatechnocast.com                                                    +91 99788 41442

         

http://www.alfatechnocast.com/
mailto:sales@alfatechnocast.com


Est. 1999
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